
 
 

  

ADDENDUM NO. 1 

To:   All Prospective Bidders 

Subject:  Addendum No. 1 

Date:  April 18, 2025 

Project:   Dundee Township Park District 
   Randall Oaks Zoo 
   Pony Wheel Shelter 
   1180 N. Randall Road 
   West Dundee, IL. 60118 

Owner:  Dundee Township Park District 
  750 N. Randall Road 
  West Dundee, IL. 60118 

Architect:  Korte Architecture, Inc. 
  91 Gates Street 
  Crystal Lake, IL 60014 
 
This addendum forms a part of the Bidding and Construction Documents and modifies the original 
bidding documents; drawings dated March 17, 2025. Acknowledge receipt of the addendum in space 
provided on Bid Form. Failure to acknowledge receipt of addenda on the bid form may disqualify bid. 

REVISIONS/CLARIFICATIONS TO THE DOCUMENTS 

1. Electrical Work: Notes regarding electrical rough-in have been added. Power to be stubbed 
up through concrete pier and base plate. Location must align with electrical access hole of 
Poligon base plate. 

2. Asphalt Paving Notes and Paving Section have been revised to indicate 4” of surface course 
and aggregate availability on site. An IDOT asphalt mix is not required. 

3. Park District will be responsible for the fabrication and installation of the gates. 10” diameter 
piers for gate posts have been removed from scope of work. 

ATTACHMENTS 

Sheet A-1 Revised 4-18-25 

END OF ADDENDUM NO. 1 
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RANDALL OAKS ZOO
DUNDEE TOWNSHIP PARK DISTRICT

STATEMENT OF COMPLIANCE

ARCHITECT
Designer in Charge

Date

License Expires

Signature

Professional Design Firm No.

I have prepared, or caused to be prepared under my direct
supervision, the attached plans and specifications.

March 17, 2025

November 30, 2026

184-003066

FOUNDATION AND GRADING PLAN
SCALE: 1/8" = 1'-0"

1
A-1

N A-1

PONY WHEEL SHELTER

SITE PLAN
SCALE: 1/8" = 1'-0"

2
A-1

N

PAVING SECTION
SCALE: 1" = 1'-0"

3
A-1

CENTER PIER DETAIL
SCALE: 3/4" = 1'-0"

4
A-1

EXISTING VISITORS BUILDING

6' WIDE ASPHALT PATH

24"Ø SHELTER SUPPORT
CONCRETE PIERS, TYPICAL OF 8,
REFER TO POLIGON DRAWINGS
FOR DETAILS
T/PIER=929.42 (TYP)

EXIS
TIN

G A
SPHALT

 P
ATH

24"Ø PIER,
SEE DETAIL
4/A-1

EQ
.

EQ
.

R19'-10"

R
12'-10"

℄8'
-0

"

R1
3'-

7"

R13'-10"

WP

35
'-6
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O W

P

47'-6" TO WP

NOTE:
PER SOIL BEARING REPORT:  MARGINAL MATERIAL
MAY BE ENCOUNTERED AT AREA AROUND SOIL
BORING 1. REMOVE MATERIALS WITH BEARING
CAPACITY LESS THAN 1.5 TONS FROM SURFACE TO
5' BELOW GRADE. FILL WITH 3" ROCK TO DESIGN
FOOTING GRADE.

45.00°

TYP.

EXISTING CONTOUR
TO BE REMOVED

NEW CONTOUR

EXISTING CONTOUR
TO REMAIN

EXTEND POWER TO AND STUB
UP IN PIER. CONFIRM EXACT
PIER WITH OWNER.

3"Ø GALVANIZED STEEL
PIPE SLEEVE

3'
-6

"

SLOPE CONCRETE AWAY
FROM PIPE

COMPACTED EARTH

24" Ø CONCRETE PIER

1'
-0

"

TORPEDO SAND

3'
-0

"
4"

1'
-0

"

12" AGGREGATE BASE
COURSE, CRUSHED

BITUMINOUS MATERIALS
PRIME COAT, 0.25 GAL/SQ.YD

4" HMA SURFACE COURSE

PROJECT NOTES

1.  VERIFY SITE CONDITIONS AND INFORMATION ON DRAWINGS.
PROMPTLY REPORT ANY CONCEALED CONDITIONS, MISTAKES,
DISCREPANCIES OR DEVIATIONS FROM THE INFORMATION SHOWN IN
THE DOCUMENTS. THE OWNER IS NOT RESPONSIBLE FOR
UNAUTHORIZED CHANGES OR EXTRA WORK REQUIRED TO CORRECT
UNREPORTED DISCREPANCIES.

2.  COMPLY WITH LOCAL CODES APPLICABLE TO THIS WORK.

3.  CONTRACTOR IS RESPONSIBLE FOR SCHEDULING REQUIRED
INSPECTIONS.

4.  SOIL BORINGS HAVE BEEN PERFORMED FOR THIS PROJECT.  A
REPORT PROVIDING DETAILED INFORMATION CAN BE PROVIDED.

5.  ACCESS TO THE WORK AREA IS TO BE CONTROLLED BY THE
CONTRACTOR USING BARRICADES AND TRAFFIC CONES AS
NECESSARY IN ALL WORK AREAS UNTIL SUCH A TIME AS NEW WORK IS
TRAFFIC READY. CLOSING OF PARKING LOTS OR ROADWAYS WILL BE
EXTREMELY LIMITED AND MUST BE COORDINATED WITH THE OWNER.

GRADING NOTES

1.  REMOVE AND STOCKPILE 12" OF TOPSOIL.

2.  SMOOTH SUBGRADE TO A UNIFORM SURFACE THAT COMPLIES WITH
THE COMPACTION REQUIREMENTS AND REQUIRED LINES, GRADES AND
CROSS SECTIONS AND IS FREE FROM IRREGULAR SURFACE CHANGES.

3.  PROVIDE SMOOTH TRANSITION BETWEEN EXISTING ADJACENT
GRADES AND CHANGED GRADES. CUT OUT SOFT SPOTS, FILL LOW
SPOTS AND CUT DOWN HIGH SPOTS TO CONFORM TO REQUIRED
SURFACE TOLERANCES.

4.  SLOPE GRADES TO DIRECT WATER AWAY FROM STRUCTURES AND
TO PREVENT PONDING. FINISH SUBGRADE TO REQUIRED ELEVATIONS
WITHIN THE FOLLOWING TOLERANCE:

UNPAVED AREAS PLUS OR MINUS 0.10 FOOT
PAVED AREAS: PLUS, OR MINUS 0.10 FOOT

ASPHALT PAVING NOTES

1.  FURNISH & INSTALL 12" STONE BASE AND 4" ASPHALT INCLUDING
ALL LABOR, MATERIALS, AND EQUIPMENT TO SATISFACTORILY
COMPLETE PAVING AS DESCRIBED HEREIN.

2.  PAVEMENT SECTION:
AGGREGATE BASE - AGGREGATE ON SITE CAN BE USED AS

      BASE MATERIAL
SURFACE COURSE - 4" HMA SURFACE COURSE

CONCRETE PIER NOTES

1.  INSTALL (8) 24"x42" DEEP REINFORCED SHELTER SUPPORT
CONCRETE PIERS AS DETAILED ON POLIGON DRAWINGS.

2.  EQUALLY SPACE PIERS AROUND 12'-10" DIA, CIRCLE. CENTER
DISTANCE BETWEEN TWO PIERS ON CENTER OF CONNECTION
BETWEEN EXISTING PATH AND NEW.

3.  CAST OWNER SUPPLIED ANCHOR BOLTS INTO CONCRETE
ACCORDING TO PATTERN INDICATED ON POLIGON DRAWINGS.

4.  MINIMUM CONCRETE COMPRESSIVE STRENGTH AT 28 DAYS: 4500 PSI

5.  DISPOSE OF ALL SPOILS OFF-SITE.

ELECTRICAL NOTES

1.  PARK DISTRICT WILL LOCATE AND MARK THE EXISTING CONDUIT.

2.  INSTALL CONDUIT FROM EXISTING LOCATION TO SHELTER SUPPORT
PIER. STUB UP THROUGH CONCRETE PIER AND BASE PLATE. LOCATION
IN PIER MUST ALIGN WITH ELECTRICAL ACCESS HOLE IN POLIGON BASE
PLATE. CONFIRM EXACT PIER WITH OWNER.

3.  INSTALL NEW WIRE AND 20AMP BREAKER.

RESTORATION NOTES

1.  REMOVE EQUIPMENT, TEMPORARY BARRICADES AND
CONSTRUCTION DEBRIS, AND DE-COMPACT SOIL AS NEEDED
THROUGHOUT THE DISTURBED AREA WHILE RESTORING ROUGH
GRADE.

2.  BRING SEPARATED TOPSOIL BACK, SEED AND STRAW MAT
DISTURBED AREAS.

SHELTER OVERHANG

6' WIDE ASPHALT PATH

TORPEDO
SAND

3" PIPE SLEEVE

SHELTER HSS COLUMN

EXIS
TIN

G A
SPHALT

 P
ATH

EXISTING FENCE

36" HIGH RAILING

BIDDING NOTES

1.  BASE BID:
A.  PREPARE SITE FOR SHELTER STRUCTURE AND ASPHALT PATH.
B.  FURNISH AND INSTALL REINFORCED CONCRETE PIERS AS DETAILED ON
POLIGON DRAWINGS DATED 9/27/2022.
C.  INSTALL ANCHOR BOLTS IN PIERS AS DETAILED ON POLIGON DRAWINGS.
OWNER TO SUPPLY ANCHOR BOLTS.
D.  FURNISH AND INSTALL CONCRETE PIER AT CENTER OF SHELTER
FOOTPRINT AND INSTALL OWNER SUPPLIED PIPE SLEEVE.
E.  FURNISH AND INSTALL ASPHALT PAVING CONNECTED TO EXISTING PATH.
F.  FURNISH AND INSTALL 12" OF TORPEDO SAND INSIDE ASPHALT PATH.
G.  PROVIDE UNDERGROUND ELECTRICAL ROUGH-IN TO SITE.
H.  RESTORE CONSTRUCTION AREA.

2.  ALTERNATES:
ALT. NO. 1 - CONTRACTOR TO INSTALL SHELTER. OWNER TO SUPPLY
SHELTER STRUCTURE AND HARDWARE, RAILINGS, T&G DECKING,
AND ROOFING MATERIALS.
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